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Monday, April 19, 2004

URS Cooperation
500 Monsanto Avenue
Sauget, IL 62206

Richard Ashley

URS

Layout North Corner
Serial Letter # 7603 - 138

Dear Mr. Ashley,

This is in reference to EPA concerns in relation to the “degradation” of the
mixing platform along the trench alignment.

In the weekly summary report for the week ending 4-8-04, the following
statement was made: “...Based on field observations, the backfill mix pad has
decreased in elevation between one to three feet below ground surface in some
areas, apparently because the bulldozer removed underlying “native” soil in
addition to ‘backfill material during mixing activities. Specifications state that
backfill mixing surfaces shall be reconstructed with borrow fill to prevent
incorporating underlying soil into the backfill’...."

From the above statement it appears that USEPA is of the opinion that our
backfilling operations, or some of it, is not in accordance with the specifications.

We understand fully the concerns of USEPA. After careful review of paragraphs
3.11 of section 0222 of the specifications, it appears there is some
misunderstanding about the intent of the specifications. The sentence quoted in
the USEPA weekly report, are “Backfill mixing surfaces shall be ... into the
backfill” was meant to apply to remote mixing areas only and not to the situation
when mixing is adjacent to the trench.

As explained in the attached letter, dated 4-16-04, from Mueser Rutledge, there
is nothing wrong with mixing into the backfill some native soils adjacent to the
trench which are similar to the trench native soils incorporated in the mix design.
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(In case of a remote mixing operation there is insurance that the native soil at
the remote mixing are similar to the one of the trench area.)

On the other hand, USEPA's concern is valid when the mixing process will take
place on the top of the fly ash pit. We will propose you in the near future a plan
for backfill missing in this area, [sta 19 + 00 to 10 + 00].

Please do not hesitate to cail me if you have any questions.

Very truly yours,

Do

“D. Nam e
Inquip Associates
Attachments: MRCE's letter dated 4-16-04
cc. Site

IAI-7603-07



Ik
g

NN T O

i

George J. Tamaro
Peier H. Edinger
Alfred M. Brand
Hugh S. Lacy
David M. Cacollo
Joel Moskowitz
Perer W. Deming
James L. Kaufman
Partners

Eimer A, Richards
Edmnund M Burke
john W. Fowler

J. Palrick Powers
Consultants

Ravmond ). Poletwo
Roderic A. Ciman
Thamas R Wendol
Francis }, Arland
Rooent M. Semple
Th:odore Popoff
David R. Cood
Dcmenic D'Argenzio
Senior Associates

Waiter £. Kaeck
Rooert K. Radske
Harro R, Straidt
Ketan H. Trivedi
Mizhael § Chow
Alice Arana
Douglas W. Christie
Hiren ). Shah

Dong K. Chang
Anthony DeVito
Joel L. Volterra
Tony D. Canale
Fredenck C. Rhyner
Associates

Josaph N. Courtade
Diractor of Finance
and Administration

Martha J. Huguct
Marketing Manager

Mueser Kutieage

Consulting Engineers

14 Penn Plaza » 225 W. 34th Street * New York, NY 10122

Tel:
www.mrce.com

(917) 338-9300 * Fax: (917) 339-9400

April 16, 2004

INQUIP Associates, Inc.
500 Monsanto Ave.
Sauget, IL 62206

Afiention: Mark Leitschuh
Re: Backfil] Preparation

Sojutia Site R: Area 2
MRCE File 10060

Gentlemen,

o -

3.11.A addressing Backfill Preparation, and considered if this section would
prevent using work platform fill for backfill preparation.

The specification permits backfill preparation adjacent to the trench or at a remote
location. Backfill mix areas must be cleared and grubbed. Remote mixing areas,
which are used to prepare many batches of backfill, must be lined with 2
compacted soil layer which may be incorporated in the prepared backfill. This
compacted soil is to be reconstructed after multiple uses to prevent incorporating

the underlying soil into the backfill.

Preparation of backfill adjacent to the trench is a different scenario. Typically,
the preparation of the backfill ravels with the backfill placement progress, so that
less mixing is performed in any one location, This results in a minimum amount

of incorporation of native soils into the backfill

Foundation Engineering Since 1910
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We understand that during trench-side mixing, some amount of the native soil from the
working platform will be blended into the backfill. Since the selected backfill mix design
included mostly native soils, this practice does not constitute a deviance from the
specification as long as the prepared backfill meets the specified gradation and

permeability criteria.

Please do not hesitate to contact us if you have any questions regarding this review and
opinion.

Very truly yours,

MUESER WJD(IK\JSULTING ENGINEERS

‘ Peter W. Deming
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